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PART II 


SAN FRANCISCO APPROACHES 

The San Francisco Approaches to the Southern Crossing as 
required by the Statutes and described in the December 1955 
Report were divided into two main sections; (1) the Embarca- 
dero Approach, and ( 2 ) the Bayshore Freeway Approach, (See 
Figures II-l and 1 1 -2.) 

The proposed amendments to the Statutes would result in 
revisions to these Approaches as shown on Figures II-3, IX-4, 
and II- 5 . 

The Embarcadero Approach extends from the bridgehead 
northerly to the downtown business and waterfront districts 
along two possible routes. (See Figures 11-3 and II-4.) It 
consists of the following components; 

(a) The Third and Army Interchange. 

(b) A six-lane freeway extending northward from the 
Interchange to a connection with the Embarcadero 
Freeway at Howard Street. 

(c) Connections to the city streets. 

The Bayshore Freeway extends southwesterly from the 
Third and Army Interchange to a connection with the Bayshore 
Freeway in the vicinity of Alemany Boulevard. (See Figure 
II-5.) It consists of the following components; 

(a) A six-lane freeway, (the Southern Freeway). 

(b) Connections to the Bayshore Freeway, 
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EMBARCADERO APPROACH 
.Third and Army Interchange 

This interchange will collect and distribute traffic 
to and from the Southern Crossing, the Southern Freeway, and 
city streets. The Interchange differs from that previously 
described in that the westerly legs have been shifted in a 
southerly direction to connect with the Southern Freeway. 
x i§ ure H-3 shows this new alignment , 

Six-Lane Embarcadero Approach 

The Approach extending northward from the Interchange 
to the Embarcadero Freeway would provide for six lanes of 
traffic on an elevated, double-decked structure. For pur- 
poses of description it consists of three sections; 

(a) Approach along Tennessee and Third Streets, 
extending from 23rd Street to Fourth Street. 

(b) Approach from the intersection of Third and 

Streets to the intersection of Townsend 
and The Embarcadero. 

(c) Approach along The Embarcadero from Townsend 
Street to a connection with the Embarcadero 
Freeway at Howard Street. 

The first section of the Approach, along Tennessee and 
Third Streets, differs from previous routes in that the pro- 
posed amendments specify that connections should be made to 
city streets at "Third Street between 16th Street and 20th 
Street," instead of at 19 th Street. The proposed connections 
and alignment are shown on Figures II -3 and II- 4 . 


(b) 


(c) 


The second section of the Approach, from the intersec- 
tion of Third and Fourth Streets to Townsend Street and The 
.embarcadero, has three possible routes as suggested by the 
proposed amendments. They are as follows; 

(a) A freeway with "a high-level bridge 135 feet 

Basin." This is in accordance 

exis H ng Statute except six lanes 
wouid b e provided in lieu of four lanes. 

(See Figure II-l.) 

A freeway < with "a high-level bridge above 
China /.asm .' 1 The clearance over China 

Ffffn^o 1 TT^‘f^\ 0 ^ en to en Sineering judgement. 

1 i 0 ure 11-4 shows a clearance of 150 feet 
above the waterway . 

A freeway with "a low-level fixed bridge 
across the Channel Street waterway in the 
vicinity of Fourth Street." This' proposal 
©inmate the high-level crossing of 
y Ba ? in A Flgure TI -3 Shows the freeway 
routed via fourth and Townsend Streets. The 
crossing over the Channel Street waterway 
for a clearance of 35 feet above 

The third section, along The Embarcadero between Town- 
send and Howard Streets, will be six lanes instead of four 
as previously presented. 

Con nections to City Streets 

In accordance with the proposed amendments to the 
existing statutes connections to city streets would be pro- 
vided at the following points; (See Figures II -3 and II- 4 .) 


II-2 


II-3 



Intersection 

Army Street 
23rd Street 
19th Street 
iBth Street 
Mariposa Street 
16th Street 
Fourth and Brannan 
Third. and King 

Mission and The Embarcadero* 
Howard and The Embarcadero* 
Spear and Harrison* 5 ! 5 
Main and Harrison** 


Type" of Connection 

Transbay on- and off-ramps 
Transbay on- and off-ramps 
Northbound off-ramp 
Northbound on-ramp 
Southbound on-ramp 
Southbound off-ramp 
Southbound on-ramp 
Northbound off-ramp 
Northbound off-ramp 
Southbound on-ramp 
Southbound on-ramp 
Northbound off-ramp 


*A six-lane freeway, by either of the two possible 
routes to the Embarcadero Freeway, would eliminate connec- 
tions to city streets in the vicinity of Mission and Howard 
Streets on The Embarcadero. 

**Ramp connections to city streets in the vicinity of 
Harrison will be eliminated if the height of the China Basin 
crossing exceeds 135 feet. 


BAYSHORE FREEWAY APPROACH 


The Bayshore Freeway Approach presented herein is on an 
entirely different alignment from that described in our previous 


reports. The proposed amendment reads in part, "a freeway con- 
nection with Bayshore Freeway in the vicinity of Alemany Boule- 
vard - — , or such portion thereof running southwesterly from 
the vicinity of Army Street as can be constructed for the same 
cost as would apply to a freeway connection with Bayshore 
Freeway in the vicinity of 26th Street. 15 

The Southern Freeway planned by the City of San Francisco 
would provide a six-lane double-decked connection between the 
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Third and Army ’Interchange and Bayshore Freeway at Alemany 
Boulevard. Since this freeway *is in accord with the pro- 
posed amendment and this Division is in general agreement 
with the planned structure type and location, the layout 
and cost estimates presented herein for the Bayshore Freeway 
Approach were prepared from material made available to the 
Division by the Department of Public Works, City and County 
of San Francisco. (See Figure II- 5 .) 

This Approach (Southern Freeway) will provide direct 
connections for traffic to and from the south on Bayshore 
Freewa 3 ^ and for traffic to and from the west via the ex- 
tension of the Southern Freeway proposed by the Division 
of Highways. 

Southern Crossing traffic wishing to travel northward 
via the Bayshore Freeway can do so by using Army Street from 
Third Street and the existing Army-Bayshore Interchange. 
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STATE OF CALIFORNIA 
DEPARTMENT OF PUBLIC WORKS 
DIVISION OF SAN FRANCISCO BAY TOLL CROSSINGS 


SOUTHERN CROSSING 

EMBARCADERO APPROACH 

GENERAL PLAN AND ELEVATION 


SCALE IN FEET 




PENNSYLVANIA 











TWENTIETH ,/ STREET 



SIXTEENTH 





















FIG. H-4 
























I 1 EIGHTEENTH 












SAN FRANCISCO BAY 












9 5 


7&o 


105 


1 10 


125 





FIG.H-3 







Z Kyi/r/ 

















LA SALLE 



SOUTHERN CROSSING 


BAYSHORE FREEWAY APPROACH 

GENERAL PLAN 

















This bridge , as mentioned in our previous reports , was 
not constructed to freeway standards. Therefore, because of 
reduced speeds, 30-35 miles per hour, required for its use, 
the curve on the Freeway adjacent to the northerly end of the 
bi idge does not conform to the full freeway standards men- 
tioned earlier in this report. 

The proposed amendments would (1) add an interchange and 
connection with the prolongation of Broadway Street, and (2) 
interchange and connection with the southerly end of Eighth 
Street in lieu of Webster Street. Figure III-3 shows these 
deoignated connections with simple diamond-type interchanges 


Main-Atlantic Freeway 

Tor this portion of the Alameda Approach two amendments 
were proposed specifying that interchanges be provided at (1) 
the intersection of Main Street and Atlantic • Avenue , and (2) 
the intersection of Atlantic Avenue and Webster Street. 

No action was taken on the first of the proposed amend- 
ments because an interchange had already been provided for at 
the designated location. (See Figure 11-2.) 

In accordance with the second amendment additional ramps 
have been provided at (1) an off-ramp from the viaduct to con- 
nect with Webster Street and (2) an on-ramp to the viaduct via 
Wadsworth Street. (See Figure III-3 . ) 
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NOTE 

Coordinates , bearings, and distances 
shown ore on the California Coordinat e 
System, Zone 3. Multiply distances 
shown by 1.0000708 to obtain 
ground level distances. 

M.HH.W w El. *2.90 at Potre.ro Point 
S.L. - El 0.00 U.S.CaGS Sea Level 
Do turn of 1929. 

M. L.L.W, * El - 3. 40 at Potrero Point 


L E A N D RO 






4 ^ 


^ r,sf ' n y Boy Farm Island Bridge 


WJi 


BAY 





w 


SAN 


FRANCISCO 


BAY 


B'A Y FARM ISLAND 


\ STATE OF CALIFORNIA 

\ DEPARTMENT OF PUBLIC WORKS 

DIVISION OF SAN FRANCISCO BAY TOLL CROSSINGS 


SOUTHERN CROSSING 

ALAMEDA APPROACH 

GENERAL PLAN 






fig. nr -3 




























